oo By
12"12" STOME TO
CHANGE PATTERN ON

~12"%12° STONE 10
CHANGE PATTERN ON

FOR THE VIEUX CARRE
USE 12°12" GRANTTE
wiTH

DOMES SET ™ WORTAR
BED

CROSS SLOPE = 2% WAX

(BB =W ew2 ) WwT

8
.
1

Y | -

NTS,

3" INTERLOCKING PAVERS, DOUBLE ——
SOLDER COURSE, FINISH FLUSH W/COBBLESTONE.

3" INTERLOCKING PAVERS, BUTT JOINT,
SAND SWEFT, HERRINGBONE FIELD.

:
S

| Y .
T N LR

4" RONFORCED PORTLAND CEMENT CONCRETE (3000 PSI)

w) DETECTABLE WARMINGS WUST MEET CONTRAST LIGHT
REFLECTANCE A5 REQURED BY THE LATEST
TRUNCATED DOME TILE (TrP.)

O S ST

(ST VARES, +/- 4 578" S0 ue

e i L N

T - -

SEVISID NOTES 4 i 5, REMOWD 48 DEREE D FROU STOME HAMGKCRP Rl

CITY OF NEW ORLEANS
DEPARTMENT OF PUBLIC WORKS
ENGINEERING DIVISION

STONE HANDICAPPED RAMPS, CONCRETE

SIDEWALK & MISCELLANEOUS DETAILS

mwmﬁ- No.
STREET CONSTRUCTION

e [ o s on o] e S1le | STD7

Sy =173




